DRAFT

Express Terms

6 NYCRR Part 569 Materials Incorporated by Reference

A new Part 569 is added to read:

Part 569 Materials Incorporated by Reference

Currentness

The following materials have been incorporated by reference in this Part. These references are available for inspection
and copying at the Division of Mineral Resources in the department’s offices, 625 Broadway, Albany, NY 12233-6500, or

may be obtained from the source listed.

Section 569.1 Materials Incorporated by Reference in Part 561

(a) API Specification 5CT, Specification for Casing and Tubing, Eight Edition, July 1, 2005, ISO 11960:2004, Petroleum
and natural gas industries — Steel pipes for use as casing or tubing for wells.

(b) ANSI/API Specification 10A, Specification for Cements and Materials for Well Cementing, Twenty-fourth Edition,
December 2010, ISO 10426-1:2009 (Identical), Petroleum and natural gas industries — Cements and materials for well
cementing — Part 1: Specification.

(c) ASTM A500/A500M-20, Standard Specification for Cold-Formed Welded and Seamless Carbon Steel Structural
Tubing in Rounds and Shapes.

(d) ASTM C150/C150M-24, Standard Specification for Portland Cement.

(e) ANSI/CSA/IGSHPA C448 Series-16 Design and Installation of Ground Source Heat Pump Systems for Commercial

and Residential Buildings.



Current with amendments included in the New York State Register, Volume XLVII, Issue 29, dated July 23, 2025. Some

sections may be more current, see credits for details.

N.Y. Comp. Codes R. & Regs, tit. 6 § 569, NY ADC 569



